
ZidoMal je zidarski cement koji se proizvodi 
mlevenjem Portland cementnog klinkera i 
krečnjaka, uz dodatak optimalne količine gipsa 
(kalcijum sulfat), kao regulatora vremena vezivanja. 
Pomešan sa peskom u preporučenom odnosu i 
vodom za postizanje željene obradivosti, ZidoMal 
daje obradiv malter pogodan kako za zidanje, tako i 
za malterisanje.

Oznaka zidarskog cementa

	›  MC 12,5

* U skladu sa SRPS EN 413-1:2013

Tehničko uputstvo

Zidarski cement MC 12,5

ZidoMal

Fizičko-mehaničke karakteristike proizvoda

Karakteristika Jedinica Prosečne 
vrednosti*

Zahtevi standarda 
SRPS EN 413-1:2013

Početak vezivanja min 170 ± 30 ≥ 60

Čvrstoća pri pritisku       
nakon 7 dana MPa 12 ± 2 > 7

Čvrstoća pri pritisku 
nakon 28 dana MPa 16 ± 2 ≥ 12.5 ≤ 32.5

Sadržaj uvučenog vazduha % 13 ± 1 ≥ 8 ≤ 22

* Vrednosti su tipične i aproksimativne, i služe isključivo kao smernica za primenu ovog proizvoda

Sadržaj rastvornog hroma (VI) u ZidoMalu nakon hidratacije je ispod 2ppm (0,0002%), proračunat na masu 
suvog cementa.

Linija Moravacem proizvoda sa redukcijom 
CO2 i do 60%*
*niže CO2 emisije u poređenju sa referentnim proizvodima 
(cement CEM I ili beton proizveden sa CEM I)



Sertifikati

Sertifikat o stalnosti perforomansi u skladu sa 
SRPS EN 413-1:2013, izdat  od strane Instituta za 
ispitivanje materijala - IMS, Beograd. 

Sertifikat o stalnosti performansi u skladu sa 
EN 413-1:2011 izdat od strane instituta TZUS, Prag - 
Češka

Svojstva ZidoMala

	› Odlične čvrstoće
	› Optimalno vreme vezivanja
	› Jednostavan za upotrebu
	› Optimalan sadržaj uvučenog vazduha
	› Veoma dobra sposobnost zadržavanja vode
	› Izrazito svetla boja

Preporuke za upotrebu

ZidoMal Pesak 
(0-4mm)

Zidanje 1 3,5

Malterisanje 1 4

Isporuka, transport i skladištenje

ZidoMal je dostupan u vrećama od 25 kg, koje su 
spakovane na palete i zaštićene visokokvalitetnom 
folijom. Palete se kamionima transportuju i 
isporučuju kupcima.

Za skladištenje se preporučuju suve prostorije, gde 
je proizvod zaštićen od vlage. Ukoliko se ZidoMal 
u vrećama skladišti na otvorenom, potrebno je 
osigurati dodatnu zaštitu od atmosferskih uticaja.

Preporučeni rok upotrebe je 6 meseci od datuma 
pakovanja ako su ispunjeni uslovi pravilnog 
transporta i skladištenja.

Kompanija Moravacem d.o.o. poseduje 
sertifikate i posluje u skladu sa 
međunarodnim ISO standardima:

	› ISO 9001:2015 Sistem menadžmenta 
kvalitetom

	› ISO 14001:2015 Sistem menadžmenta 
životnom sredinom

	› ISO 45001:2018 Sistem menadžmenta 
bezbednošću i zdravljem na radu
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Za bezbednu upotrebu proizvoda držati se svih preporuka iz 
Bezbednosnog lista, koji se nalazi na našem web sajtu. Sve 
navedene informacije u tehničkom listu su informativnog 
karaktera i podležu promeni bez prethodne najave.



ZidoMal is a masonry cement produced by grinding 
of Portland cement clinker and limestone, with 
addition of optimal quantity of gypsum (calcium 
sulphate), as a setting time regulator. Mixed with 
sand in recommended proportion and water for 
desired workability, ZidoMal results in workable 
mortar suitable for bricklaying and plastering.

Designation

	› 	MC 12,5

* According to SRPS EN 413-1:2013

Technical instructions

Masonry cement MC 12,5 

Physical and mechanical properties

Property Unit Average 
values*

Requirements of 
SRPS EN 413-1:2013

Initial setting time min 170 ± 30 ≥ 60

Compressive strength  
after  7 days MPa 12 ± 2 > 7

Compressive strength 
after 28 days MPa 16 ± 2 ≥ 12.5 ≤ 32.5

Entrained air content % 13 ± 1 ≥ 8 ≤ 22

* Values are typical and approximate, used exclusively as a guideline for application of this product.

Content of soluble chromium (VI) in ZidoMal after hydration is  below 2 ppm (0,0002%) of dry weight of 
cement.

ZidoMal

Moravacem product line with CO₂ reduction 
of up to 60% *
*lower CO₂ emissions compared to reference products (cement 
CEM I or concrete produced with CEM I)



Certificates

Certificate of constancy of performance in 
compliance with  SRPS EN 413-1:2013, issued by 
Institute for testing materials - IMS, Belgrade.

Certificate of constancy of performance in 
compliance with standard EN 413-1:2011 issued by 
Institute TZUS, Prague – Czech Republic

ZidoMal properties

	› Excellent strengths
	› Optimal setting time
	› Easy for application
	› Optimal entrained air content
	› Very good water retention
	› Light color

Recommendations for application

ZidoMal Sand 
(0-4mm)

Bricklaying 1 3,5

Plastering 1 4

Delivery, transport and storage

ZidoMal is available in 25 kilogram bags. Bags are 
packed on pallets and protected by means of high 
quality foil. Pallets are transported and delivered to 
the customers by trucks. 

ZidoMal in bags should be stored inside, protected 
from moisture. If ZidoMal is stored outside, 
additional protection from atmospherics should be 
provided.

Recommended shelf life is 6 months from packa
ging date if conditions of transport and storage are 
met.

Moravacem is certified and operates in 
accordance with following ISO norms:

	› ISO 9001:2015 Quality management systems
	› ISO 14001:2015 Environmental management 

systems
	› ISO 45001:2018 Occupational health and 

safety    management systems
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For safe product application it’s important to follow all the 
recommendations from Safety data sheet which can be found 
on our web site. All pieces of information from technical data 
sheet have informative character and they are subject to changes 
without prior notice.


